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Chapter 2
Chemical Grout Materials

2-1. Types of Chemical Grout

Several kinds of chemical grouts are available, and each
kind has characteristics that make it suitable for a variety
of uses. The most common are sodium silicate, acrylate,
lignin, urethane, and resin grouts. A general ranking of
grouts and their properties is presented in Table 2-1.
Typical applications of chemical grouts are presented in
Table 2-2.

2-2. Factors Affecting Penetration

Penetration of grout in any medium is a function of the
grout, the medium being injected, and the techniques
used for grout injection. Typically, grouts that gel
quickly have a limited range of treatment and require
close spacing of injection holes and rapid injection rate.
Low-shear-strength grouts are frequently useful in ex-
tending the range of treatment to times beyond initial
gelation. Rapid times of setting are of use when a vari-
ety of different strata with different permeabilities are
being treated and in situations where groundwater flow
may displace the grout during injection (Bowen 1981).
When gelling occurs before pumping is halted, the last-
injected grout typically moves to the outside of the
grouted mass, and both large and small openings are
filled. Methods of injection are also of importance.
Typically, grouts that are continually moving will gel less
quickly, and penetration from continuous injection will
be greater than that from the same volume of grout used
in batch injection.

2-3. Sodium Silicate Systems

Sodium silicate grouts are the most popular grouts
because of their safety and environmental compatibility.
Sodium silicates have been developed into a variety of
different grout systems. Almost all systems are based on
reacting a silicate solution to form a colloid which
polymerizes further to form a gel that binds soil or sedi-
ment particles together and fills voids.

a. Reactants. Sodium silicate solutions are alkaline.
As this alkaline solution is neutralized, colloidal silica
will aggregate to form a gel if the sodium silicate is
present in concentrations above 1 or 2 percent (by vol-
ume). Three types of alkaline silicate grouts are
recognized based on reactants used with silicate solutions
(Yonekura and Kaga 1992):

(1) Acid reactant (phosphoric acid, sodium hydrogen
sulfate, sodium phosphate, carbon dioxide solution).

(2) Alkaline earth and aluminum salts (calcium
chloride, magnesium sulfate, magnesium chloride, alum-
inum sulfate).

(3) Organic compounds (glyoxal, acetic ester, eth-
ylene carbonate formamide).

b. Processes.Sodium silicate and a reactant solution
can be injected as separate solutions, or the sodium sili-
cate can be premixed with the reactant to form a single
solution that is injected.

(1) Two-solution process. The two-solution process
is sometimes referred to as the Joosten two-shot tech-
nique (Bowen 1981, Karol 1990). In this approach, the
sodium silicate solution is injected into the material to be
grouted. The reactant solution, usually a solution of
calcium chloride, is added as a second step. The two-
solution approach is reported to produce the highest
strength gain in injected soils but is considered to be the
most expensive technique that is employed.

(a) The two-component technique can be made to
form gel very rapidly. This near-instantaneous hardening
can be very useful in shutting off water flow. An addi-
tional advantage is the permanent nature of the hardened
grout. Bowen (1981) reports testing done on 20-year-
old, grouted foundations that showed no apparent
deterioration.

(b) The rapid hardening that occurs in the two-
component technique restricts the volume of soil or sed-
iment that can be treated from a single injection point. It
typically is not possible to control the mixing of the
silicate and reactant in the subsurface. Some unreacted
grout components should be expected when the two-
component system is employed.

(2) One-solution process.

(a) The one-solution process involves the injection
of a mixture of sodium silicate and a reactant (or reac-
tants) that will cause the silicate to form a gel. The
separate solutions are prepared and mixed thoroughly.
The one-solution process depends on the delay in the
onset of gelation. This process offers the advantages of
more uniform gel formation, improved control to gel
distribution during injection, and reportedly strong grout.
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Table 2-1
Ranking of Major Grout Properties
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Portland-cement-based grouts L1 H M L N L

Silicates H M H L N L

Acrylates H M H M L H

Lignins H M H H L H

Urethanes M H M H H H

Resins L H M H M H

1 N = non-flammable; L = low; M = moderate; H = high.

Table 2-2
Ranking of Chemical Grouts by Application

Type
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Adding strength C1 C C R R

Reducing water flow C C C U R

Concrete repair U U U C C

Sewer repair U U U C C

Load transfer and support U U U C U

Installation of anchors R R R U C

1 C = commonly used; U = used; R = rarely used.
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(b) Reactants used in the one-solution process
neutralize the alkalinity of sodium silicate in a way simi-
lar to the two-solution system, but the reactants are
diluted and materials that react slowly (such as organic
reagents) are used. Sodium bicarbonate and formamide
are common reactants. One customary formulation
involves mixing formamide, sodium aluminate, and
sodium silicate. The formamide causes gelation, and
sodium aluminate accelerates the gel formation after the
initiation of gelation.

(c) The silicate solution concentration that may be
used in grouting may vary from 10 to 70 percent by vol-
ume, depending on the material being grouted and the
result desired. In systems using an amide as a reactant,
the amide concentration may vary from less than 1 to
greater than 20 percent by volume. Generally, however,
the amide concentration ranges between 2 and 10 per-
cent. The amide is the primary gel-producing reactant in
the one-solution process. Concentration of the accelera-
tors is determined by gel time desired. The viscosity of
a silicate grout is dependent on the percentage of silicate
in the grout; a high silicate concentration is therefore
more viscous than a low silicate concentration and has
less chance of entering small voids. The viscosity of a
particular one-solution silicate is relatively low in con-
centrations of 60 percent or less. Viscosity versus con-
centration is tabulated below.

Sodium Silicate Viscosity
Concentration, (as Compared

percent with Water) Factor

10 2.5
20 3.2
30 3.5-4.5
40 4.0-6.0
50 5.2-12
60 8.0-20
70 92

c. Strength and permeability.Sodium silicate grouts
have been used to cut off water flowing through perme-
able foundations and to stabilize or strengthen founda-
tions composed of granular materials and fractured rock.
Granular materials that have been saturated with silicate
grout develop quite low permeability if the gel is not
allowed to dry out and shrink. Even though shrinkage
may occur, a low degree of permeability is usually
obtained. Treatment with sodium silicate grout will
improve the strength and the load-bearing capacity of any
groutable granular material coarser than the 75-µm sieve.
Factors that influence strength are grain size, particle-size

distribution, particle shape, absorption, the ability of the
grout to adhere to the particle surfaces, moisture content,
curing environment, and method of loading.

d. Durability. Grouts containing 35-percent or more
silicate by volume are resistant to deterioration by freez-
ing and thawing and by wetting and drying. Grouts
containing less than 30-percent silicate by volume should
be used only where the grouted material will be in con-
tinuous contact with water or for temporary stabilization.

e. Silicate systems.One widely used silicate-grout
system contains sodium silicate as the gel-forming mate-
rial, formamide as the reactant, and calcium chloride,
sodium aluminate, or sodium bicarbonate in small quan-
tities as an accelerator. Accelerators are used individ-
ually in special situations, not together; they are used to
control gel time and to impart strength and permanence
to the gel. The effect of the accelerator is important at
temperatures below 37 °C and increases in importance as
the temperature decreases. Excessive amounts of accel-
erators may result in undesirable flocculation or forma-
tion of local gelation, producing variations in both the gel
and setting times that would tend to plug injection equip-
ment or restrict penetration, resulting in poorly grouted
area. The accelerator is usually dissolved in water to the
desired concentration before the addition of other reac-
tants, and the subsequent combination of this mixture
with the silicate solution forms the liquid grout. The
reactant and accelerator start the reaction simultaneously;
however, their separate reaction rates are a function of
temperature. At temperatures below 34 °C, the reaction
rate of the accelerator is greater than the reaction rate of
the reactant. The reverse is true above 37 °C.
Generally, when high temperatures are experienced, an
accelerator is not required.

(1) Silicate-chloride-amide system. A silicate-
chloride-amide system can be used where there is a need
for an increase in the bearing capacity of a foundation
material. This system has been successfully used for
solidification of materials below the water table. It is a
permanent grout if not allowed to dry out, and with
35-percent or more silicate concentration by volume, the
grout exhibits a high resistance to freezing and thawing.

(2) Silicate-aluminate-amide system. A silicate-
aluminate-amide system has been used for strength
improvement and water cutoff. Its behavior is similar to
the silicate-chloride-amide system but is better for
shutting off seepage or flow of water. The cost is
slightly greater, and this system can be used in acidic
soils.
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(3) Silicate-bicarbonate-amide system. A silicate-
bicarbonate-amide system can be used for semi-
permanent grouting and for various surface applications
when the stabilization requirement is for relatively short
periods of time.

(4) Silicate salt of a weak acid (Malmberg system).

(a) The Malmberg system is based on the production
of a silicic acid gel by the mixture of a solution of
sodium silicate with a solution of the salt of a weak acid.
This system differs from other similar two-solution
systems since they are based on a precipitate and differs
from acid reaction systems by maintaining an alkaline
pH. This system has a delayed silicic acid gel formation.

(b) Reactants used in this system include acid, alkali,
or ammonium salts of weak acids such as sulfurous,
boric, carbonic, and oxalic acid. Specific salts include
sodium bisulfite, sodium tetraborate, sodium bicarbonate,
potassium hydrogen oxalate, potassium tetraoxalate, and
sodium aluminate. These salts will yield differences in
performance. For optimum effect, the salt should be
chosen on a basis of all of the factors of application. All
of these salts will perform adequately for many strength-
ening or water-shutoff applications.

(c) The proportioning of the sodium silicate to the
total volume of grout can range from 10 to 75 percent by
volume with most work being done in the 20- to
50-percent range. The liquid silicate may be used as a
diluted stock solution or mixed with water during the
reaction with the acid-salt stock solution. There are a
variety of sodium silicate products on the market, and it
is important to use the correct concentration.

(d) This system has a small corrosive effect on light
metals such as aluminum; however, the effect is not
strong enough to warrant anything other than conven-
tional equipment in mixing and pumping.

(e) For fast gel times, a two-pump proportioning sys-
tem is desirable, as with some other systems; however,
for slow gel times, batch mixing can be employed.
Compressed-air-bubble mixing or violent mixing that
introduces air should not be used because of the reaction
between the solutions and carbon dioxide.

(f) The gel time can be controlled with this system,
as with other systems, by varying solution concentrations.
Increasing the sodium silicate concentration retards gel
time; increasing the acid-salt concentration decreases gel
time; increasing temperature decreases gel time, and vice

versa. Gel times are also influenced by the chemistry of
the formation being treated. Acid soils, or soils contain-
ing gypsum, frequently accelerate gel time, whereas alka-
line soils may decrease or even prevent gelation.

(g) Sands stabilized with the Malmberg system have
shown a permeability in the range of 10-8 cm/sec, and
when allowed to dry out, the permeability often increases
to 10-5 cm/sec with the sample still having good strength
characteristics. This means that this system is useful for
water shutoff below the water table or where there is
sufficient moisture to continually replace water lost due
to evaporation. This system should not be used for water
shutoff in rock or other open fissures due to a large
degree of syneresis.

(h) This system is permanent above the water table,
if some unreacted sodium silicate is present, and in most
applications below the water table. Limited field experi-
ence has shown this system to perform satisfactorily
under such conditions as thin surface applications in the
Nevada desert.

(i) Fine sands with up to 10 percent passing a
75-µm sieve can be penetrated by a grout containing up
to 50 percent, by volume, of sodium silicate if a
surfactant is used. On one project, a 25-percent, by
volume, sodium silicate grout was successfully injected
in a sand with 22 percent passing a 75-µm sieve.

(j) Lubricity and viscosity are two important factors
in the penetration characteristics of this system. For
example, when mixed with the proper surfactant, a 10-cP
Malmberg-system grout is reported to penetrate materials
not penetrated by a 3-cP system. For a grout with a
given lubricity, the less viscous will penetrate better than
the more viscous.

f. Penetration. A 30-percent silicate solution has a
lower practical limit of penetrability for material passing
a 106-µm sieve with not more than 50 percent passing a
150-µm sieve or not more than 10 percent passing a
75-µm sieve. Gel time can be controlled from minutes to
hours at temperatures ranging from freezing to 21 °C.
The stability of the grout is excellent below the frost line
and the water table, and poor when subjected to cycles of
wetting and drying or freezing and thawing. Grout
penetration is influenced by the following factors: depth
of overburden, allowable pressure, void ratio and perme-
ability of material being grouted, distribution of particle
sizes, etc. The most fluid silicate grout (i.e., the silicate
grout with the lowest silicate concentration) has the
ability to penetrate materials coarser than the 75-µm
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sieve (para 2-3g(5)). One of the most viscous (i.e.,
70-percent silicate concentration) silicate grouts com-
monly used will penetrate materials coarser than the
300-µm sieve or not more than 25 percent passing the
106-µm sieve or not more than 25 percent passing the
75-µm sieve.

g. Physical properties and factors affecting gel time.

(1) Figure 2-1 shows the rate of strength develop-
ment for various concentrations of sodium silicate grout
injected into sand of unknown grading in which a
30-percent solution of calcium chloride was used as the
reactant. The tests were conducted on laboratory-
prepared specimens, and a two-solution system was
employed.

(2) Figure 2-2 is a plot of gel time versus tempera-
ture for a 20-percent silicate concentration in the silicate-
chloride-amide system, and Figure 2-3 is a plot of gel
time versus accelerator concentration for a 20-percent
silicate concentration in the silicate-aluminate-amide sys-
tem. Both Figures 2-2 and 2-3 are for one concentration
of silicate.

(3) The following factors affect the gel times of the
one-solution silicate grout:

(a) An increase in silicate concentration increases
the gel time if other ingredient concentrations are held
constant.

(b) An increase in the reactant concentration
decreases the gel time.

(c) An increase in the concentration of the accelera-
tor, within limits (para 2-3e), decreases the gel time.

(d) Gel times are decreased with an increase in
temperature. Up to 48 °C, no special precautions are
necessary.

(e) The pH of the material to be grouted has little
effect except where large amounts of acid are present.
When acid is present, silicate grout containing aluminate
should be used (para 2-3e(2)).

(f) The presence of soluble salts such as chlorides,
sulfates, and phosphates in the medium to be grouted has
an accelerating effect on the gel time depending upon
their concentration.

Figure 2-1. Effect of dilution of silicate grout upon
compressive strength of solidified sand (after Polivka,
Witte, and Gnaedinger 1957)

(g) Impurities or dissolved salts in some waters may
have an effect on gel time; hence, the gel time should be
determined using water from the source that is to be used
in the final product.

(h) Direct sunlight has no effect on gel time; how-
ever, see para 2-3g(3)(d).

(i) Freezing has little effect on silicate-grout
ingredients; however, freezing must be avoided during
placement.

(j) Some filler materials such as bentonites and
clays have little effect on gel time. However, if moder-
ate to high concentrations of fillers are used, the tempera-
ture will vary, which would change the gel time. If
reactive materials are used (such as portland cement (see
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Figure 2-2. Gel time versus temperature, silicate-
chloride-amide system (adapted from Raymond Inter-
national, Inc. 1957)

Figure 2-3. Gel time versus accelerator concentration,
silicate-aluminate-amide system (adapted from Ray-
mond International, Inc. 1957)

para 2-3h)), their effect on gel time and on the final
product should be checked.

(4) Sodium silicate is noncorrosive to metals. Reac-
tants such as amide and their water solutions will attack
copper and brass, but they are noncorrosive to aluminum
and stainless steel. The chloride solutions are not corro-
sive to iron and steel in the sense that acids are; how-
ever, if steel in a chloride solution is exposed to air,
rusting will occur at the junction of the liquid and air.
Bicarbonate is noncorrosive.

(5) Generally, the strength and load-bearing capacity
of any groutable granular material coarser than 75-µm
sieve can be improved when treated with a silicate grout.
Table 2-3 gives some general guidelines as to what
unconfined compressive strengths can be expected from
materials grouted with sodium silicate.

(6) The strength of a grouted granular material is
primarily a function of grout concentration and relative
density of the formation. In grouted loose material,

Table 2-3
Unconfined Compressive Strengths of Various Materials
Treated with Silicate Grout

Material

Compressive Strength,
kPa, of Material After
Grouting

Very loose granular
material saturated
with a silicate grout,
cured dry

4,000-7,000

Very loose granular materials
saturated with a sili-
cate grout, cured at 80-100%
relative humidity

2,800-3,500

Very loose granular materials
saturated with a silicate
grout, cured underwater

700-2,800

Average field conditions
with one injection (incomplete
saturation)

700-2,800

Compact, medium-grain granu-
lar materials saturated with
a silicate grout, wet
subsurface

200-4,000
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strength is governed by the gel and only slightly modi-
fied by the material itself. The angle of internal friction
can be increased from that of the unstablized state. For
dense, compacted grouted material, strength is governed
primarily by the material.

(7) Tests indicate that 40-percent and stronger sili-
cate grouts have high durability and are permanent, with
the exception of the grouts containing bicarbonates.
Tests and observations have indicated silicate grouts to
be permanent under freeze-thaw conditions, dimension-
ally stable to temperature, and resistant to acidity, alka-
linity, salinity, bacteria, and fungi. Granular materials or
rocks that are completely saturated with grout are essen-
tially impermeable if the gel is not allowed to dry out
and shrink.

h. Portland cement-sodium silicate compatibility.

(1) Portland cement can be used as a filler in silicate
grouts but acts as an accelerator. Extremely short gel
times have been experienced when portland cement was
used, making this system very useful for cutoff of flow-
ing water or water under pressure. Strong bonding prop-
erties to the in situ materials have been reported when
silicates were combined with portland cement. This
system has been used in grouting below a water table
and produces a high-strength, permanent grout if not
allowed to dry out. Gel or set times in the range of 10
to approximately 600 sec with strengths as high as
7,000 kPa have been reported, with these short gel times
being obtained by increasing the amount of cement.
Finely ground portland cements are typically most useful
with sodium silicates.

(2) Sodium silicate grout can be injected more easily
than a silicate-portland-cement grout, which, in turn, can
be injected more easily than portland-cement mixtures.
Silicate-portland-cement grout can be injected more
easily than portland-cement mixtures apparently because
the cement particles are lubricated by the silicate.

2-4. Acrylate Grouts

Acrylates were introduced as less toxic alternatives to the
toxic acrylamide compounds that are no longer available
as grout. Acrylate grout is a gel formed by the polymer-
ization of acrylates. The gelling reaction is catalyzed by
the addition of triethanolamine and ammonium or sodium
persulfate to a metal acrylate (usually magnesium
acrylate). Methylene-bis-acrylamide is used as a cross-
linking agent. Potassium ferricyanide is used as an
inhibitor if long times of setting are required.

a. Principal uses. Acrylates have replaced acryla-
mide as the usual grout for forming water stops around
sewer systems. Acrylate is typically not used in areas
where it is subject to wetting and drying or freezing and
thawing.

b. Strength and permeation. Acrylates typically
form soft gels. Standard sand samples grouted with
acrylates can obtain strengths as high as 1.5 MPa. Acry-
late grouts can be prepared with viscosities as low as
1 cP. The low viscosity and ability to develop long gel
times (up to 120 min) make acrylate grouts useful in fine
sediments.

c. Modified acrylate grouts. Specialized acrylate
grouts have been developed by using acrylate grout in a
two-part injection technique with each injected solution a
monomer (silicate or acrylate, for example) and the
catalyst for the other monomer. This type of special
application grout is restricted to use at temperatures
between 5 and 30 °C.

2-5. Urethanes

Urethane grouts are available in several different forms,
but all depend on reactions involving the isocyanates
cross-linking to form a rubbery polymer. One-part
polyurethane grouts are prepolymers formed by partly
reacting the isocyanate with a cross-linking compound
producing a prepolymer with unreacted isocyanate
groups. The one-part grouts react with water to complete
polymerization. The grouts will typically gel or foam
depending on the amount of water available. Viscosities
range from 50 to 100 cP. The two-component grouts
employ a direct reaction between an isocyanate liquid
and a polyol and produce a hard or flexible foam
depending on the formulation. Viscosities range from
100 to 1,000 cP. Factors that affect the application of
urethanes include the following:

a. Toxicity. Isocyanates typically are toxic to
varying degrees depending on the exact formulation. The
solvents used to dilute and control the viscosity of the
urethane prepolymers are also potential groundwater
pollutants. There are additional safety problems related
to combustion products produced if the grout is exposed
to flame. Some grouts are highly flammable before and
after setting.

b. Adaptability. Urethane grouts have provided very
versatile materials. They can be injected directly into
flowing water as a water stop and can be used for seal
openings as small as 0.01 mm. Rigid foams have found
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applications in distributing loads in underground
structures.

2-6. Lignins

When combined with a oxidizer such as sodium dichro-
mate, lignin, a by-product of the sulfite process of
making paper, forms an insoluble gel after a short time.
Viscosities of various lignin solutions can be obtained
over a range that makes the lignins capable of being
injected into voids formed by fine sands and possibly
coarse silts. Lignins are generally not acceptable if
chromium compounds are used due to the toxicity of
chromium.

a. Types of lignin-based grouts.

(1) Lignin-based grouts are injected as a one-solution
single-component system, the reactant or reactants being
premixed in the lignin-based material. Gel times with
the precatalyzed lignosulfonate system are easily adjusted
by changing the quantity of water. This precatalyzed
lignosulfonate is reported to be a dried form of chrome
lignin.

(2) Two-component systems of lignosulfonates are
also commercially available. The reactants of this system
are mixed separately as with a proportioning system, and
the total chemical grout is not formed until immediately
prior to injection. Advantages of this system are closer
control of gel time and a wider range of gel times
coupled with elimination of the risk of premature gelling.

(3) The materials used in lignin grouts are rapidly
soluble in water, although mechanical agitation is recom-
mended. The lignin gel in normal grout concentrations is
irreversible, has a slightly rubbery consistency, and has a
low permeability to water. Short-term observations (less
than 2 years) show that for grouted materials protected
against drying out or freezing, the grout will not
deteriorate.

b. Uses. Lignin grout is intended primarily for use
in fine granular material for decreasing the flow of water
within the material or for increasing its load-bearing
capacity. These grouts have also been used effectively in
sealing fine fissures in fractured rock or concrete. Their
use in soils containing an appreciable amount of material
finer than the 75-µm sieve generally is unsatisfactory and
is not recommended because material this fine will not
allow satisfactory penetration. However, lignin grout of
low viscosity injected at moderately high pressures may
be effective in fine materials.

c. Reactants.

(1) Various reactants used with lignin-based grouts
include sodium bichromate, potassium bichromate, ferric
chloride, sulfuric acid, aluminum sulfate (alum),
aluminum chloride, ammonium persulfate, and copper
sulfate. The bichromates have been the most widely
used and apparently are the most satisfactory, but now
are considered a potential grout-water pollutant.

(2) Ammonium persulfate has also been used as a
reactant in the lignin-grout system, but the ultimate
strength is approximately 40 percent of that of a similar
grout mixture in which sodium bichromate is used as a
reactant.

2-7. Resins

Resin grouts consist essentially of solutions of resin-
forming chemicals that combine to form a hard resin
upon adding a catalyst or hardener. Some resin grouts
are water based or are solutions with water. Injection is
by the one-solution process. The principal resins used as
grouts are epoxy and polyester resins. The termsepoxy
and polyester resinsapply to numerous resin compounds
having some similarity but different properties. Various
types of each are available, and the properties of each
type can be varied by changing the components. Resins
can be formulated to have a low viscosity; however, the
viscosities are generally higher than those of other
chemical grouts. A large amount of heat is generally
given off by resins during curing. They retain their
initial viscosity throughout the greater part of their fluid
life and pass through a gel stage just before complete
hardening. The time from mixing to gel stage to hard-
ened stage can be adjusted by varying the amount of the
hardening reactant, by adding or deleting filler material,
and by controlling the temperature, especially the initial
temperature.

a. Epoxies. Epoxy grouts are generally supplied as
two components. Each component is an organic
chemical.

(1) Normally, the two components are a resin base
and a catalyst or hardener; a flexibilizer is sometimes
incorporated in one of the components to increase the
ability of the hardened grout to accommodate movement.
Tensile strengths generally range in excess of 28 MPa in
both filled and unfilled system. A filled system is one
in which another ingredient, generally material such as
sand, has been added. An unfilled system refers to the
original mixture of components. Elongation may be as
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much as 15 percent. Flexural strength in both filled and
unfilled systems is generally in excess of 40 MPa with
considerably higher strengths reported in some instances
with filled systems. Compressive strengths greater than
70 MPa are attainable and may reach 270 MPa in a filled
system. Water adsorption is approximately 0.2 percent
or less and shrinkage, by volume, is 0.01 percent and
lower.

(2) Epoxy resins, in general, also exhibit the follow-
ing characteristics: resistance to acids, alkalies, and or-
ganic chemicals; a cure without volatile by-products
(therefore, no bubbles or voids are formed); ability to
cure without the application of external heat; acceptance
of various thixotropic or thickening agents such as
special silicas, bentonite, mica, and short fibers such as
asbestos or chopped glass fiber; and capability of being
used in combination with various fillers to yield desired
properties both in hardened and unhardened state.

(3) Examples of epoxy fillers are aluminum silicate,
barium sulfate, calcium carbonate, calcium sulfate, and
kaolin clay, which act as extenders; graphite, which aids
in lubricating the mixture; and lead for radiation shield-
ing. These fillers are generally added to reduce the resin
content and in most instances reduce the cost. Fillers
reduce heat evolution, decrease curing shrinkage, reduce
thermal coefficient of expansion, and increase viscosity.
The tensile strength, elongation, and compressive strength
are adversely affected by the addition of granular fillers.

(4) In general, epoxy resins are easier to use than
polyesters, exhibit less shrinkage, develop a tighter bond,
and are tougher and stronger than polyesters. Epoxies
are thermosetting resins; hence, once they have hardened,
they will not again liquefy even when heated, although
they may soften.

(5) Epoxy resin grouts have been used for grouting
of cracked concrete to effect structural repairs; more
recently, for grouting fractured rock to give it strength;
and in rock bolting.

b. Other resins.

(1) Aqueous solutions of resin-forming chemicals.
A commercially available resinous grouting material has
been investigated for possible use in grouting in
sandstone to reduce water flow. The resin solution has a
viscosity of 13 times that of water and is hardsetting.
Two aqueous solutions of resin-forming chemicals com-
pounded with accelerators and retarders are employed in
this grout. The two resin-forming materials solidify upon

addition of the catalyst to form a hard plastic. Investiga-
tions have shown that the time of setting of this grout
can be accelerated by chemicals in the sandstone. Water-
flow pressure tests before and after grouting have shown
that a reduction in flow through test specimens was
obtained.

(2) Water-based resin. A water-based-resin grouting
material having an initial viscosity of approximately
10 cP is commercially available. This grout has an
affinity for siliceous surfaces and attains a hard set.
Tests on a clean, medium-fine sand grouted with this
resin have shown compressive strengths of approximately
8 MPa. This grout is used in grouting granular materials,
presumably to reduce water flow. Sandy soils containing
as much as 15 percent in the coarse silt range (0.04 mm)
can be treated with this material. In calcareous materials,
this grout will not set properly. The gelled grout is not
affected by chemicals generally present in underground
water. The neat gel has a compressive strength of
5.5 MPa in 3 hr; has a low permeability to water, oil, or
gas; and is stable under nondehydrating conditions; how-
ever, when water is lost, shrinkage will occur with an
accompanying strength loss. Medium-fine sands (0.5 to
0.1 mm) injected with this material have compressive
strengths in the 10.3-MPa range. In laboratory studies,
sands treated with this material showed no deterioration
under wet conditions at the end of 1 year.

(3) Concentrated resin. Concentrated resins are
marketed and are intended for use where strength and
waterproofing are necessary. These resins are used in
sand, gravel, and fractured and fissured rock. Presum-
ably, they could also be used in fractured concrete.
Laboratory tests with both a 50- and an 80-percent con-
centration (50:50 and 80:20, by volume, resin to water)
of resin indicated that fractures as small as 0.05 mm
could be grouted. These tests were performed by inject-
ing grout between two pieces of metal separated by
appropriate size shims. Approximately 7 MPa was
required to inject both concentrations into the 0.05-mm
spacing. Tests on spacings smaller than 0.05 mm were
not performed. The viscosity of the concentrated resin
ranges between 10 and 20 cP for normal concentrations
used and temperatures encountered in the field. The base
material is liquid diluted with water and reacted by a
sodium bisulfate solution. Gel times are controllable and
with normal concentrations (50:50, by volume, resin to
water) reach a firm solidification set within 24 hr.
Strengths of stabilized sand after curing have reached
3 to 35 MPa. Strength is a function of amount of mixing
water used and decreases with an increase of water. If
strength is not a consideration, the base material may be
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diluted with up to twice its volume of water to provide
temporary water control. If used in this manner,
viscosities will be lower and gel times longer. Soils and
rock masses can attain permeabilities on the order of 1 ×
10-7 cm/sec. Gel time varies as a function of solution
temperature and reactant concentration. Stainless steel
should be used throughout the reactant side if the pro-
portioning system of pumping is employed.

2-8. Other Grouts

The five groups of chemical grouts discussed previously
are not the only chemical grouts that have been or can be

used. Some of the other chemical grouts include a cat-
ionic organic-emulsion using diesel oil as a carrier, a
resorcinol-formaldehyde, an epoxy-bitumen system, a
urea-formaldehyde, and a polyphenolic polymer system.
Most of these grouts are no longer used due to toxicity.
A variety of special application grouts have also been
developed for structural repair and for installation of
anchors. These include thermo-setting grouts such as
molten sulfur and molten lead. Additionally, special
epoxies and acrylates have been developed as bolt
anchoring and concrete patching kits.
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